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1. The labelled area of hazardous chemicals with capacity larger than 
500mL should not be less than ____ 
a. 100mm x 100mm 
b. 100mm x 150mm 
c. 100mm x 200mm 
d. 150mm x 200mm 

 
2. In accordance with Construction Sites (Safety) Regulations, who is 

prohibited to enter the construction site without any hard hats? 
a. Construction workers 
b. Technicians 
c. Engineers 
d. Anyone 

 
3. If there is any foregin body in your eye, you should ___ 

a. Use water to cleanse your eyes 
b. Use the back of your hand to rub and press your eyes 
c. To wear safety goggles immediately 
d. Close your eyes tightly and call for help 

 
4. Which of the following is the reason why workers are required to wear 

hard hats? 
a. For the sake of aesthetic 
b. To resist from wind and rain 
c. To prevent one's head from getting hurt 
d. To indicate different ranks of workers 

 
5. The relative humidity above ___ is unsuitable when painting the 

water-based exterior paint on the wall. 
a. 35% 
b. 45% 
c. 65% 
d. 85% 
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6. Water-based exterior paint could be directly rolled over ____ 

a. Glass surfaces 
b. Plastic surface 
c. Rusted surface 
d. None of the above 

 
7. 2-pack paints will start ____ after mixing for a few hours. 

a. Hardening 
b. Liquefaction 
c. Vapourisation 
d. Adding a layer of glow to the surface of paint 

 
8. Which of the following colour is coloured paint? 

a. Red 
b. Black 
c. White 
d. Grey 

 
9. Which of the following models of wood (red) sandpaper has the largest 

diameter of sand granules? 
a. No. 100 
b. No. 120 
c. No. 150 
d. No. 180 

 
10. While using emulsion paint, above what level of relative humidity is not 

suitable for work? 
a. 35% 
b. 45% 
c. 65% 
d. 85% 
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11. Under sunny condition, the duration waited for re-application of emulsion 

paint should be at least 
a. 2 hours 
b. 6 hours 
c. 8 hours 
d. 9 hours 

 
12. Which of the following materials has the slowest rate of volatilization 

a. Naphtha 
b. Thinner 
c. Turpentine 
d. Alcohol 

 
13. While using oil-based paint, the main reason for the appearance of paint 

runs is that _____. 
a. The brush head is too short 
b. The colour is too dark 
c. The paint is unevenly painted 
d. The amount of thinner added is too much 

 
14. While writing sign-letters, which of the following groups of alphabets 

should have the closest distance? 
a. H E 
b. A T 
c. S B 
d. D F 

 
15. The humdity of the wood will affect the adhesion of the paint. The rate of 

mositure content should not be higher than: 
a. 12% - 15% 
b. 22% - 25% 
c. 32% - 35% 
d. 42% - 45% 
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16. Oil-based paint is unsuitable for _____. 

a. Oldly painted surface 
b. Newly formed metal surface 
c. Newly formed wood surface 
d. Newly plastered surface 

17. The usual width of paint scraper bought from the market is _____. 
a. 1 inches 
b. 2 inches 
c. 3 inches 
d. All of the above 

 
18. What kind of material is used to make a paint brush for synthetic paint 

(synthetic enamel) ?  
a. Rabbit hair 
b. Wolf fur 
c. Bristle 
d. Goat fur 

 
19. In accordance with the Prevention of Bribery Ordinance, the definition of 

"advantage" includes _____. 
a. Gifts, loans and services 
b. Personal services only 
c. Loans only 
d. Loans and services only 

 
20. What is the consquence if there is any act of bribery in the constrcution 

industry? 
a. Improve business environment 
b. Lower the quality of the construction 
c. Create a fairer tendering 
d. Lower the cost of construction 

 
- End of Paper - 


